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Pipeline Tape Technology

Polyken® 980/955
Coating System

The Polyken® 980/955 is a multilayer system used
for the corrosion protection of new construction
cross country pipelines, plant piping and pipeline
coating rehabilitation. This system can also be
used for coatings of large diameter bends and
fittings.

The coating system consists of Polyken® 1019

or 1027 liquid adhesive, an anti-corrosion layer
Polyken® 980 and a mechanical protection layer
Polyken® 955.

In addition to serving as primers, 1019 and 1027 liquid
adhesives themselves represent an anticorrosion layer
and provide a uniformly smooth contact surface to

promote high adhesion of the coating system to the pipe. 1019 or 1027: Primer Lauer

The 1019 primer is designed for machine application and o ' J

1027 for brush application. e 980: Anti-Corrosion Tape Layer

The Anti-Corrosion layer Polyken® 980 is engineered to a. thick butyl adhesive layer providing
assure a high bond to the primed surface with excellent main anti-corrosion protection

conformability characteristics. b. backing layer

The mechanical protection layer Polyken® 955, achieves a

complete bond to the 980 inner layer, providing maximum e 955: Mechanical Tape Layer

handling and in-service protection for the coating system. a. thin butyl adhesive lauer for lauer to
The color of the mechanical protection layer is white layer adhesion

to help the applicator to differentiate the black inner
anti-corrosion layer versus the white outer mechanical
protection layer.

b. thick backing layer - providing main
mechanical protection

The adhesives, in these and all Polyken® tape systems,
contain proven anti-microbial additives.
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Features:

» |Impermeable to oxygen and
moisture.

» Resistant to soil stress.

» Uniform coating thickness.
Fitting Application

» Low cathodic protection-current
requirements.

» Compatible with all pipe diam-
eters and generic plant coating
systems.

» Plant coating quality with in-situ
application.

» Worldwide project reference lists
for > 40 years in > 50 countries

Bend Application

Product Selection Guide

Design Temperature <85°C

Compatible Line Coatings PE, PP, FBE, CTE, Tape

Performance AWWA C-209 and AWWA C-214 (applicable for specific tape thickness)
Primers 1019 machine applied or 1027 brush applied

Product Offering

Polyken 980/955 tape coatings can be supplied in different thicknesses depending on the application and
performance requirements. Consult our product datasheets for the different tape dimensions standard available.
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Further information is available on our website www.sealforlife.com, I g POkae rl®

or by sending an inquiry to info@sealforlife.com Pipeline Tape Technology
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